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Continuous-wave sum-frequency generation
in AlGaAs Bragg reflection waveguides
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Efficient sum-frequency generation in epitaxial GaAs/AlGaAs waveguides is reported. Phase matching is
achieved for type II nonlinear interaction using Bragg reflection waveguides. Continuous-wave signal and
pump in 1550 nm wavelength window were used for upconversion of photons to the 775 nm region. For a
pump and signal with powers of 0.69 mW and 0.35 mW, sum-frequency power of 35 nW was measured. The
normalized conversion efficiency was estimated to be 298 % W−1 cm−2 in a device with a length of 2.2 mm.
The bandwidth of the process was found to exceed 60 nm. © 2009 Optical Society of America
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Second-order nonlinearities enable numerous useful
frequency conversion processes [1]. Parametric pro-
cesses such as difference-frequency generation (DFG)
are useful in generating long-wavelength coherent
radiation in mid-IR regimes, where no laser source
exists [2]. Sum-frequency generation (SFG) is also at-
tractive to carry out photon upconversion to the
near-IR regime �600–800 nm�, where efficient, low-
noise, single-photon detectors are present [3,4]. Suc-
cessful upconversion of telecommunication wave-
lengths for single-photon detection has been achieved
in reverse-proton-exchanged periodically poled
lithium niobate (PPLN) waveguides [3] and in z-cut
lithium niobate crystals �LiNbO3� [4].

Sum-frequency (SF) devices using compound semi-
conductors offer distinct benefits. Particularly, de-
vices that are based on the GaAs/AlGaAs material
system, which exhibit large second-order nonlinear-
ity (deff

GaAs�100 pm/V at 1550 nm), broad transpar-
ency window �0.9–17 �m�, and mature fabrication
technology. Despite the aforementioned advantages,
phase matching (PM) in compound semiconductors is
often challenging owing to lack of natural birefrin-
gence and their highly dispersive nature. Recently,
we have demonstrated an exact PM technique using
Bragg reflection waveguides (BRWs) [5] that utilizes
the strong modal dispersion properties of photonic
bandgap structures. In this Letter, we demonstrate
BRWs as an efficient platform for SFG. The results
discussed here are promising for the development of
efficient, integrated parametric devices, where the
nonlinear components can be monolithically incorpo-
rated on the same epitaxial wafer with diode lasers
and photodetectors. This results in reducing coupling
losses, enhancing detection sensitivity, and ushering
the way for integrated optoelectronics for quantum
optical applications.

The three-wave mixing of SFG involves the inter-
action of a pump �p� at wavelength �p, a signal �s� at
�s and the SF wave �i� at �i. For an undepleted pump,
the power of the SF wave, P , can be expressed as [6]
i
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�
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where Pp and Ps are the associated pump and signal
powers, � is the spatial nonlinear overlap factor, L is
the waveguide length, �j, j� �p ,s , i� are the propaga-
tion losses, and �k=ki−kp−ks is the phase mismatch
with kj taken as the wave numbers of the harmonics.
As shown in (1), � is the nonlinear coupling coeffi-
cient defined as

� = � 8�2deff
2

npnsnic	0�i
2	1/2

, �2�

where nj, j� �p ,s , i� are the effective mode indices of
the interacting waves, c is the vacuum speed of light,
	0 is the permittivity of free space, and deff is the ef-
fective second-order nonlinear coefficient of the struc-
ture. Here, a type II phase matching, where a TM-
polarized pump and a TE-polarized signal are mixed
to generate a TE-polarized SF wave is explored. Type
II interaction was used to benefit from larger deff in
comparison to the type I process. Furthermore, both
pump and signal are guided using total internal re-
flection (TIR), while the SF is a Bragg mode.

Detailed description of the fabricated wafer was
previously reported in [7]. The index profile of the
structure along with the scanning-electron-
microscope (SEM) micrograph of a typical device are
illustrated in Figs. 1(a) and 1(b), respectively. The
characterized waveguide had a ridge width �W� of
4.4 �m, an etch depth �D� of 3.6 �m, and a device
length of 2.2 mm. Also in Figs. 1(c)–1(e) are shown
the simulated intensity profiles of the frequencies as-
sociated with the type II interaction. From simula-
tion, the effective mode sizes of the pump, signal, and
SF were found to be 6.7 �m2, 6.6 �m2, and 3.2 �m2,

respectively.
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Using the Fabry–Perot method, linear propagation
loss of TM-polarized pump and TE-polarized signal
around 1550 nm were measured to be 2.2 cm−1 and
2.0 cm−1, respectively. The propagation loss of the SF
wave was not measured, as it involves preferentially
coupling into the Bragg mode to use the Fabry–Perot
method. At the SF the waveguide supports other
modes such as the fundamental TIR mode, which
would make the Fabry–Perot method measurement
challenging to carry out. The Fresnel reflection at the
waveguide facets and the input coupling factor due to
spatial overlap between the incident beam with the
fundamental modes were found to be 29% and 49%,
respectively.

The apparatus used to characterize SF generation
consisted of two single-mode tunable cw laser sources
in the telecommunication wavelength range. The
pump and signal were focused into the waveguide us-
ing a 40� objective lens. Emerging harmonics from
the waveguide output were collected using a 60� mi-
croscope objective lens. An IR camera was used for
optimizing the coupled beams into the waveguide.
The average powers of pump and signal at input/
output stages were recorded using InGaAs photode-
tectors. The average power of the SF signal was
monitored using a silicon photodetector. A polariza-
tion beam splitter in a TM rejection configuration
was used at the output stage to eliminate any exist-
ing TM component in the SF signal, hence confirming
type II SFG, as well as rejecting the parasitic second-
harmonic of TE signal generated in type I interac-
tion.

The SFG tuning curve, which was obtained by
monitoring the power of the SF signal as a function of
signal wavelength, is illustrated in Fig. 2(a) and is
compared with simulations in Fig. 2(b). In obtaining
the experimental curve, the average powers of pump
and signal were 1.98 mW and 1.00 mW, respectively,
measured before the waveguide front facet. Account-

Fig. 1. (Color online) (a) Index profile and (b) SEM of the
characterized waveguide [7]. Simulated intensity profiles of
(c) TE-polarized signal, (d) TM-polarized pump, and (e) TE-
polarized SF. Both pump and signal are TIR modes, while
the SF is a Bragg mode.
ing for facet reflection and input coupling factor, in-
ternal pump and signal powers were estimated to be
0.69 mW and 0.35 mW, respectively, and maintained
fixed over the wavelength sweeping range. From Fig.
2(a), an internal peak SF power of 35 nW was esti-
mated at 1555.1 nm. The fast oscillating component
on the spectrum indicates the resonance effects of the
waveguide cavity at both signal and SF wavelengths.
These resonance effects were also considered in the
simulated curves of Fig. 2(b), where the single-pass
sum-frequency power of Eq. (1) was multiplied by the
Airy function transmission of the signal and SF
waves. Simulations indicated that the envelope and
fringes of calculated and measured curves agreed
best for values of �i less than 6 cm−1. However, owing
to the aforementioned challenges in measuring �i,
these values could not be confirmed experimentally.
It should be noted that the low powers used in the ex-
periment ensured the elimination of any third-order
nonlinear effects and attest to the efficiency of the
process.

The quantum efficiency of the device, 
q, is ex-
pressed as 
q=Pi�i / �Ps�s� [4]. The measured quan-
tum efficiency as a function of the pump power is il-
lustrated in Fig. 3 for a signal with 0.35 mW internal

Fig. 2. (Color online) SF power as a function of signal
wavelength obtained (a) experimentally and (b) numeri-
cally with �i=5.0 cm−1. The simulated curves are normal-
ized to the measured peak SF power to facilitate the com-
parison between the two models.

Fig. 3. (Color online) Quantum efficiency as a function of
pump power. Squares are the measured data, while the

dashed line is the linear fit.
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power. One can see that 
q is proportional to the
pump power at low power levels. Using the fit in Fig.
3 (dashed line) and a simulated spatial nonlinear
overlap coefficient of �=1.14�10−2 �m−2, an ex-
tracted value of � was obtained to be �1.60
�10−3 W−1/2. The corresponding effective nonlinear
coefficient of the structure was then calculated to be
�40 pm/V. Using the model proposed in [8,9], the
theoretical deff of the waveguide was calculated to be
39 pm/V. The close agreement between simulated
and extracted deff is remarkable, since the measured
deff is expected be smaller than the calculated value,
given that the expression of 
q does not take into ac-
count the propagation losses. Using Eq. (1), at zero
detuning where �k=0 and neglecting propagation
losses, the required pump power for a quantum effi-
ciency of 100% is given by Pp

100=�s / ���2L2�i�. The de-
vice maximum quantum efficiency was measured to
be 0.029%, which was obtained for a pump and signal
with internal powers of 4.15 mW and 0.35 mW, re-
spectively. The associated SF power was estimated to
be �0.20 �W. While 100% quantum efficiency can be
obtained with a pump power as high as 14 W, other
factors such as heat generation and two-photon ab-
sorption may further increase this power value. Con-
sidering the short waveguide length, this leaves
ample room for decreasing Pp

100 provided that propa-
gation losses can be minimized. For example, Pp

100

can be reduced to 690 mW for a device length of
10 mm. Another figure of merit that demonstrates
the device performance is the normalized SFG effi-
ciency, defined as 
norm=Pi / �PpPsL2�. For our device,

norm was estimated to be 298 % W−1 cm−2 [10]. This
suggests that the devices described here have the po-
tential to detect single photons with further optimi-
zation, particularly by means of reducing propaga-
tion losses.

A salient parameter for an SFG device is the pro-
cess PM bandwidth. Here, the bandwidth was deter-
mined by detuning the pump wavelength from the
degenerate wavelength of 1555.0 nm, while the sig-
nal wavelength was tuned to maximize the generated
SF power. The result is shown in Fig. 4. The large
variation in the data was caused by the modulation of
Fabry–Perot resonance of signal and SF wave.
Broadband phase matching was obtained around
1550 nm with an FWHM bandwidth exceeding
60 nm. The real bandwidth is believed to exceed
60 nm, as the available pump source tunability pre-
vented extension of the wavelength beyond 1600 nm.
This feature can be further enhanced through appro-
priate design of the BRW properties to provide a
widely spaced signal and pump with respect to the
SF [11]. This will, in turn, facilitate the spectral fil-
tering of parasitic second-harmonic of pump/signal
from the SF wave required for practical upconversion
applications in integrated single-photon detection

[3,4].
In summary, type II cw SFG with a bandwidth ex-
ceeding 60 nm and a normalized conversion efficiency
of 298 % W−1 cm−2 using a pump and signal with in-
ternal powers of 0.69 mW and 0.35 mW is reported.
The device maximum quantum efficiency was esti-
mated to be 0.029%. The high conversion efficiency,
the broad process bandwidth, and the possibility of
monolithically integration of the waveguide with ac-
tive elements make the device an attractive candi-
date for novel integrated optoelectronic circuits such
as integrated single-photon counting applications.
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